STRUCTURE CABLING

LAN CABLE
S/FTP Shielded CAT 7A Twisted Pair Installation Cable

Standard

= |[ECNS0 61156-5
= ISOMEC 11801

Application

= Suitabile for structured premises cabding.

® For rpnsmission of digilal and anslogue voice snd data
signals.

= suitable for al Class FA applications.

® |50N Ethamal 10 Base-TFasi Ethermat 100 Base-T,
Gigaba Ethernat 10008ase-T 100 Base-T.(IEEE 802 3).

= Token Rngd1GMBbiLs, TP-PMOIVTR/DDN 125Mb00E ATM
TE5MBis. (IEEE B0O2.5 ).

Electrical Characteristics

= impadsncacd - 1B0MMHz 100415 (chms)
T - 200MHz 10022 {abms],
200 - 1000MHz 100£32 johms),
® Max Conductar DC Resistance 20°C:8.4{ahma! 100m).
= Resstance unbalance (%)max 2.5
= Pair-io-Ground Capaciiance Unbalance: 330 (pF/100m).
= Translar Impendance:Maz 10 motms/mid) 1008MHE.
® Coupling Abenualson: Min B0 dB.
= |nslallation iemperature:0=50'C.
* Dperation temperatune:-20-80°C.

Nominal Transmission Characteristics
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